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The laser-based curing of printed nanoparticle ink to create microlines~resistors! of electrical
resistivity approaching that of bulk gold was investigated. The present work relies on laser
absorption in both the nanoparticle ink and the sintered gold layer, as well as the transport of thermal
energy in the substrate and the resulting solvent vaporization and nanoparticle deposition and
sintering. The morphology and electrical properties of the gold line can be controlled by modulating
the spatial distribution of the laser beam intensity. Based on the understanding of the underlying
physics, a process that circumvents a serious drawback on the functionality of cured gold microlines
is produced. Microconductors with resistivity approaching that of bulk gold are produced, while loss
of gold nanoparticles and cross sectional nonuniformities are avoided. ©2004 American Institute
of Physics. @DOI: 10.1063/1.1644907#

The emergence of consistent manufacturing methods of
ultrafine particles~UFP! of a host of materials is creating a
vivid activity related to the utilization of these particles.
Thermophysical properties significantly different from those
of bulk counterparts can be realized in future-oriented engi-
neering applications. Specific to this work, gold nanosized
particles under 5 nm in diameter possess lower melting tem-
perature~;300–500 °C! compared to the melting tempera-
ture of bulk gold ~1063 °C!,1 which enables fabrication of
electrical conductor lines on the substrate. The need-driven
trend in electronics manufacturing is to develop constantly
smaller and tighter packed components. There are also areas
where cost effectiveness and rapid processing are more criti-
cal than ultrasmall feature size, such as the fabrication of flat
panel displays using doped polymers, electronic cards, etc.
Corresponding to these requirements, direct writing~addi-
tive! processing using jet printing technology has gained sig-
nificant interest as an alternative approach to conventional,
subtractive integrated circuit~IC! processes.2–5

In the previous work,6 the resistivity of the produced
microlines was markedly higher than that of bulk gold. As a
result, while the curing of the printed lines was definitively
demonstrated, the utilization of these lines as electrical con-
ductors remained questionable. In addition, the physical phe-
nomena of the process were only partially explored. Fine
lines of nanoparticle ink were created on a glass substrate by
the generation of nanoparticle ink microdroplets using a
modified drop-on-demand~DOD! printing.6 After generating
stable droplets of 46mm diameter~i.e., 51 pL! at 30 Hz, a
continuous line was made on the glass substrate by moving a
precision translation stage at 2 mm/s. The width of the
printed line was measured at about 125mm. Therefore, the
cross sectional area of the ink lines before curing is about
765 mm2, correspondingly. The ink is composed of 2–4 nm

size gold particles~30%–35% weight, 1.9%–2.3% volume!7

in toluene. Consequently, the expected maximum cross-
sectional area of a gold line would be 14.5–17.6mm2 as-
suming that all toluene evaporates and all gold nanoparticles
are fully melted to form a pore-less layer possessing bulk
gold properties. The resulting resistance per length is calcu-
lated as 1.26–1.52V/mm using the resistivity of bulk gold.
Following the printing, an argon laser beam at the wave-
length of 514 nm~Ref. 8! was applied at the center of a
printed line with 45° of incidence angle.

Atomic force microscope~AFM! images in Fig. 1~a! de-
pict the morphology of laser cured gold line at 100 mW of
incident laser power and 0.2 mm/s of translation speed. This
morphology resembles a ‘‘volcano’’ cross section. Figure
1~b! shows anin situ micrograph of the laser curing process.
The beam waist (1/e2) along the minor axis that is perpen-
dicular to the printed line is 27mm and the beam waist along
the major axis is 38mm. A highly reflective gold layer begins
to form near the evaporation interface contact line. The tolu-
ene evaporates due to laser radiation absorption in the sin-
tered gold layer and the subsequent thermal diffusion toward
the evaporation interface. Due to thermocapillarity, ink was
displaced ahead and around the scanning laser spot forming a
U-shaped convex ink meniscus. Gold nanoparticles are
mainly deposited right at the evaporation interface contact
line. Neglecting thermal losses due to radiation, convection
and evaporation, the calculated temperature profiles of the
substrate induced by scanning a continuous Gaussian elliptic
laser beam9 were employed to provide approximate quanti-
tative information on the temperature field. The isotherms in
Fig. 1~b! show that the region bounded by the evaporation
interface contact line is only slightly narrower than the iso-
therm at 110 °C which is the evaporation temperature of tolu-
ene under atmospheric pressure. Guided by experimentally
observed interface contours, the shape of the evaporation in-
terface contact line is modeled as semicircular, following the
isotherm profile. It was assumed that the gold nanoparticles
are approximately deposited at the same speed at the semi-
circular evaporation interface contact line. Since the arc
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length of the evaporation interface contact line correspond-
ing to the increment,Dy is Dy/cosu @Fig. 1~b!#, the topog-
raphy of the deposited gold along they-axis @ t(y)# can be
obtained as

t~y!5
t~0!

cosFsin21S 2y

W D G S when uyu,
W

2 D , ~1!

wheret(0) is the thickness of the deposited gold at the cen-
ter of the line (y50) andW is the width of the gold line
which is equal to the distance between the center of the laser
beam and the evaporation interface contact point. The theo-
retical profile D matches very well the AFM image@Fig.
1~a!#. An interesting finding, better visualized in the three-
dimensional AFM picture of Fig. 1~c! is that for the ‘‘low’’
curing power of 100 mW, thorn microstructures with height
in the range between 500 and 1000 nm were formed at the
rim of the line, spaced with a period of about 8mm. They
were formed only when nanoparticle ink was displaced
around the area heated by the laser beam@Fig. 1~b!#. The
convex ink meniscus@Fig. 1~b!# formed due to both ther-
mocapillary flow and the evaporation near the laser spot,
features an azimuthal instability~i.e., it is unstable in the
direction along the ridge of the U-shaped convex ink menis-
cus! because of the high thermal Marangoni number that is
calculated as 400–1000.10 To this end, convection microcells
were formed in the displaced ink delivering particles that are
cured at the locations of the curing line where the thorn
microstructures appear. A related instability in thermocapil-

lary flows was discussed by Skotheimet al.,11 Sharma
et al.,12 and Stowellet al.13 In addition, it is noted that these
thorn microstructures survived after reirradiation by high la-
ser intensity, thereby eliminating the possibility of internal
voids.

When the laser power increases to 300 mW at 0.2 mm/s
of translation speed, the deposited suspension was not dis-
placed around the scanning laser spot. This different behav-
ior is directly related to the markedly smaller curvature of the
110 °C isotherm in Fig. 2~a! compared to Fig. 1~b!. Accord-
ingly, the topography of the deposited gold line is flatter@Fig.
2~b!# and the train of thorn microstructures did not form. At
the center region of the gold line in Fig. 2~b!, the temperature
was elevated above 400 °C according to calculated isotherms
in Fig. 2~a! and the surface morphology became rougher due
to full melting of the sintered film and capillary-induced ag-
glomeration.

Figure 3 shows the resistance per length of gold micro-
lines cured by single laser beam. As the laser power in-
creases and the scanning speed decreases, the resistance per
unit length decreases due to more complete curing. At 500
mW and 0.2 mm/s, the resistance per unit length is 4.2
V/mm which is about 3 times the value obtained when the
resistivity of bulk gold and 14.5–17.6mm2 of cross sectional
area~as noted previously, this assumes full sintering of all
nanoparticles in the printed line! are used.

Considerable insight into the physical mechanisms of the
laser curing process was achieved using the single Gaussian

FIG. 1. Single laser cured gold line at 100 mW of incident laser power at
0.2 mm/s of translation speed:~a! AFM cross-sectional profiles. The vertical
distances of A and C points is 283.6 and 121.34 nm, respectively, and the
horizontal distance of B points 72.6mm. Profile D is the curve fit by Eq.~1!;
~b! in situ reflection image of laser curing process of NPS~top view! and
calculated isotherms. Temperatures of the isotherms are 110, 150, 200, and
250 °C from outside to inside;~c! AFM three-dimensional surface plot.

FIG. 2. Single laser cured gold lines at 300 mW of incident laser power and
0.2 mm/s of translation speed.~a! In situ reflection image of laser curing
process of NPS~top view! and calculated isotherms. Temperatures of the
isotherms are 110, 200, 400, and 600 °C from outside to inside;~b! AFM
cross-sectional profiles. The vertical elevation distances of the A and C
points are 256.4 and 248.1 nm, respectively and the horizontal distance
separating the B points 123.1mm.

FIG. 3. Resistance per unit length of single laser cured gold lines at different
incident laser powers.
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laser beam for processing. However, the original technical
goal of achieving lines of resistivity neighboring that of bulk
gold was not reached, because of limitations imposed by the
interplay of the physical mechanisms involved. In many
cases, a portion of the nanoparticle ink was displaced to the
sides due to thermocapillarity. This displaced uncured ink
was washed away in an extra step and wasted. Furthermore,
the single laser beam, for reasons explained earlier, tends to
generate elevated rims with the train of thorn microstructures
that are suboptimal in resistors. A properly modulated shape
of the laser beam accounting for the physics discussed above
while maintaining process simplicity, can lead to nearly bulk
electrical resistivity and alleviate the problem of wasted un-
cured ink. This was achieved by dividing the laser beam
through a beam splitter and focusing using two respective
lenses, thus achieving a ‘‘heart’’ shape energy input on the
deposited ink line. In the particular example of Fig. 4, the
focal waist (1/e2) of each laser beam was 28.5mm. Since the
incidence angle of the laser beams was 45°, the beam waist
along the minor axis was 28.5mm and that of the major axis
40.5mm. The incidence plane is aligned to the printed line at
45° from both left and right. The distance between the cen-
ters of the laser spots is set at 140mm, which is larger than
the width of the printed line, aiming to guide the ink by
thermocapillarity toward the center of the line, thus minimiz-
ing material loss. Thein situ image of double laser curing
process at 603 mW of laser beam power~1206 mW in total!
and 0.5 mm/s in Fig. 4~a! shows that this strategy indeed
works. AFM image in Fig. 4~c! displays the cross sectional
profile of a cured gold line with this ‘‘heart’’ laser irradiance

distribution. The thickness of the cured line was about 200
nm. In addition, the morphology is almost flat due to the
slightly bent evaporation interface contact line that is shown
in Fig. 4~a!. The resistance per unit length of the lines sin-
tered on substrates moving with different translation speeds
is shown in Fig. 4~b!. At low translation speeds, the data
approach the resistance per length value of bulk gold. As the
translation speed increases, the gold line experiences lower
temperature during a shorter transient heating time. This re-
sults in the increase of the resistance per length. Further tai-
loring to specific applications is a matter of parametric opti-
mization and not of interest to this report.

In closing, we reported reduced temperature, nanopar-
ticle based conductor microstructuring. The involved physics
lies at the intersection of nanoparticle phase change~melt-
ing! in the presence of an evaporating carrier liquid, mono-
chromatic radiation absorption by the nanoparticles and free
surface thermofluidics. Understanding of these phenomena
and their effect on the morphology and resistance of the
cured microstructure led to application of a ‘‘heart’’ shaped
laser beam, with which the feasibility of fabricating conduc-
tor lines of resistance per length neighboring that of bulk
gold was demonstrated.
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FIG. 4. Results of functionalized double laser cured gold lines. The beam
waist (1/e2) of each laser is 28.5mm and incident laser power is 603 mW
~1206 mW in total!: ~a! in situ reflection image of laser curing process of
NPS~top view!; ~b! resistance per unit length vs translation speed;~c! cross-
sectional profiles of AFM image at 0.5 mm/s of the translation speed. The
vertical elevation distances of A, B, and C points are 180, 240, and 377 nm,
respectively. The average cross-sectional area is 28.5mm2.

803Appl. Phys. Lett., Vol. 84, No. 5, 2 February 2004 Chung et al.

Downloaded 19 Apr 2013 to 143.248.118.122. This article is copyrighted as indicated in the abstract. Reuse of AIP content is subject to the terms at: http://apl.aip.org/about/rights_and_permissions


