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bstract

Serum albumin, one of the most abundant serum proteins, blocks the expression of other important biomarkers. The objective of this study is
o remove serum albumin effectively by using solid-phase extraction (SPE) in microfluidic devices. Photo-polymerized adsorbent as a stationary

hase of SPE was used to remove bovine serum albumin (BSA). The adsorption capacity was examined with the effect of pH and concentration
n BSA solution, and adjustment of monomer concentration such as hydrophilic 2-acrylamido-2-methyl-1-propanesulfonic acid and acrylamide in
he adsorbent. The effect of hydrophobic butyl methacylate on BSA adsorption was also studied. Selective removal in a bicomponent with BSA
nd bovine �-globulin was performed by adjusting the pH as required.
 2008 Elsevier B.V. All rights reserved.
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. Introduction

In the last several years, there has been heightened interest in
he proteome of both serum and plasma. The composition of the
erum protein can reflect the physiological and pathophysiolog-
cal state of the status of the human body and is influenced by the
tatus of many different organ systems. Serum proteins may also
ndergo disease-induced changes [1]. Therefore, these proteins
ave potential to act as biomarkers to detect disease, monitor
isease progression, and assess the clinical status of patients.
owever, albumin and immunoglobulin which constitute about
0–97% of the total serum protein usually hinder the detection

f other proteins that are diagnostically significant and present
t far lower concentrations. Removal of abundant serum pro-
ein would increase the intensity informative disease markers
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hat exist in low concentrations. Numerous attempts have been
ade to separate serum albumin from human plasma for more

ccurate analysis by biomarkers; techniques used to this purpose
nclude affinity chromatography, isoelectric trapping and ultra-
ltration. In the present study, solid-phase extraction (SPE) was
elected to separate serum albumin.

SPE is widely used for the isolation and concentration of tar-
et analytes as well as the clean-up of samples in pharmaceutical,
linical and environmental application and in food chemistry
2,3]. SPE was initially developed to replace the liquid–liquid
xtraction (LLE). The LLE system consumes relatively large
mount of high-purity solvents with expensive disposal require-
ents. In addition, it is difficult to automate and labor intensive.

n contrast, SPE benefits from low intrinsic costs, shorter pro-
essing times, low solvent consumption and simpler processing

rocedures [4]. There are two types of SPE. The first type
nvolves fiber coating with modification which has various affini-
ies. These fibers are dipped into the solutions and the target

aterials are extracted. This technique is typically used in the

mailto:whhong@kaist.ac.kr
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Table 1
Composition of the monomer solutions (porogenic solvents: methanol 35.72 �l,
ethanol 17.86 �l, initiator: DPA 0.5 mg)

Polymer EGDMA (�l) BMA (�l) AMPS (mg) AAm (mg)

S1 9.92 0.518
S2 9.92 1.036
S3 9.92 2.072
S4 9.92 4.145
BS1 9.92 7.94 0.518
BS3 9.92 7.94 2.072
M1 9.92
M2 9.92
M3 9.92
M
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etermination of pesticide residues in food and detection of
ontaminants in water [5,6]. The other type of SPE involves
tationary phase packing. This approach can be divided into two
ypes on the basis of whether a frit is used to support the packing

aterials. The frit-structured method generally uses glass fiber
o support packing materials or a weir is fabricated in the device
7]. The fabrication of frit in the microchannel is complicated.
herefore, a fritless method was used in this study. Among the

ritless methods, a simply modified channel can be used. More-
ver, an in-situ photo-polymerized stationary phase can be used
o increase the contact area between the adsorbate and the adsor-
ent. In the early 1990s, Fréchet et al. introduced macroscopic
igid porous monoliths prepared in-situ by a thermally initiated
olymerization process [8–11]. However, the free-radical poly-
erization initiated by heat used originally is not proper for the

reparation of monolithic structures within a microchip. Thus,
UV-initiated polymerization process was used similar to the

tandard photolithography used for patterning in microelectron-
cs. This enables the formation of stationary phase only within a
pecified region of the microfluidic device [12]. Using a mask,
he polymerization may be strictly confined within areas exposed
o radiation while no polymerization is observed in dark areas.

In this study, BSA was removed using SPE that has
n in-situ photo-polymerized stationary phase, as a fritless
ethod in microchannel, to perform a sample preparation on
chip level. The polymerized adsorbent was characterized with
ET/porosimetry, IR, scanning electron microscopy (SEM), and
lemental analysis. Adsorption isotherms of polymerized adsor-
ents were obtained to investigate an adsorption capacity. Effect
f pH on BSA adsorption onto polymerized adsorbent was also
bserved. Kim et al. investigate a batch separation that BSA
as adsorbed on microspheres that polymerized using soap-free

mulsion method while an adsorption of bovine hemoglobin was
inimized at adjusted pH [13]. In this paper, BSA was selec-

ively adsorbed on in-situ photo-polymerized stationary phase
ith adjustment of pH from binary protein solution of BSA and
ovine �-globulin (BGG) in microfluidic device.

. Experimental

.1. Materials

.1.1. Stationary phase in SPE system
Ethylene glycol dimethacrylate (EGDMA) and butyl metha-

ylate (BMA) were purchased from Sigma–Aldrich (St. Louis,
O, USA). 2-Acrylamido-2-methyl-1-propanesulfonic acid

AMPS) and acrylamide (AAm) were obtained from Aldrich.
GDMA and BMA were purified with alumina powder [14]. 2,2-
imethoxy-2-phenyl-acetophenone (DPA, Aldrich) was used as

n initiator for the photo-polymerization of the stationary phase.
thanol and methanol (Merck) were used as porogenic solvents.

.1.2. Model proteins

BSA (Sigma) was used as a model protein. �-Globulin from

ovine was purchased from Sigma. A 0.1 M acetic buffer, a mix-
ure of sodium acetate (Sigma–Aldrich) and acetic acid (Junsei),
as used.

2
t
I
k

4 9.92 3.554
M3 9.92 7.94 1.777

.1.3. Microfluidic device
SU-8 100 photoresist and developer were purchased from

icrochem (Newton, MA, USA), and 4 in. silicon wafers were
btained from LG Siltron Inc. (Incheon, South Korea) The
afers were used in the softlithography process as a fabrica-

ion master of the microfluidic devices. Polydimethylsiloxane
as purchased from Dow Corning (Midland, MI, USA) and

lide glass from Knittle Glaser (Braunschweig, Germany). The
icrofluidic device was fabricated by soft-lithography and a

eplica molding method. The dimension of stationary phase part
s 1.0 cm (length) × 0.5 cm (width) × 50 �m (depth). The chan-
el size linking an inlet or outlet to stationary phase is 1 cm
length) × 500 �m (width) × 50 �m (depth).

.2. Methods

For preparation of in-situ photo-polymerized adsorbent in
icrochannel, the monomer solutions were mixed with the com-

osition as shown in Table 1. The monomer solution was pumped
nto the channel and exposed a UV light source of 365 nm to a
ack-side of microchannel for 15 min. UV exposure intensity
ould be uniformed with exposure to back-side of microchannel
hich is a glass. After the polymerization reaction, the channel
as washed with methanol to remove the unreacted monomers

nd porogenic solvent [15].
Equilibrium study was conducted off-chip to investigate the

apacity of photo-polymerized adsorbent. One gram of adsor-
ent and 20 mL of BSA solution were mixed and stirred at 25 ◦C
or 12 h. After equilibrium, a 1 mL sample was withdrawn from
he aqueous phase, centrifuged at 5000 rpm for 10 min. SPE in

icrofluidic device was carried out with same ratio of amount
f in-situ photo-polymerized adsorbent to BSA solution.

The protein concentrations of the samples were determined
y the Bradford method. The absolute value of absorbance was
btained by using a UV/visible spectrophotometer. When using
he Bradford method, calibration is necessary for each exper-
mental condition. BSA calibration was performed in sodium
cetate buffer, changing the concentration of BSA from 0 to

mg/mL. BSA concentration was determined on the basis of

his calibration. In this experiment, Pro-measure solution from
ntron Biotechnology (Seongnam, South Korea), a commercial
it for the Bradford method, was used.
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when deviating from isoelectric point. For the same polymerized
adsorbent at different pH, there are some contradictory factors in
the adsorption process: the charged BSA molecule is favorable
because of the oppositely charged polymerized adsorbent. How-
E.Z. Lee et al. / J. Chro

.3. Characterization of photo-polymerized adsorbent

The characterization of photo-polymerized adsorbents was
erformed after taking off from the microchannel. The pore
ize distribution was determined using an Autopore IV 9500
ercury intrusion porosimeter. The specific surface area was

alculated from the BET isotherms of nitrogen adsorption and
esorption using a Tristar 3000. SEM images were obtained by a
eld emission SEM system (Philips SEM 535M) equipped with
Schottky based field emission gun. The functional group of

he polymerized stationary phase was confirmed using a Jasco
Tokyo, Japan) FT-IR instrument Model 4100 in the attenuated
otal reflection (ATR) mode. Elemental analysis of polymer-
zed adsorbent was performed using a Vario EL 3 elemental
nalyzer manufactured by Elementar (Hanau, Germany). The
urified proteins were analyzed by sodium dodecyl sulfate-
olyacrylamide gel electrophoresis (SDS-PAGE). Proteins were
eparated in 10% acrylamide gel and visualized by Coomassie
rilliant blue staining. Molecular sizes of the model proteins
ere analyzed by comparison with an SDS-PAGE standard
arker.

. Results and discussion

.1. Characterization of photo-polymerized stationary
hase

EGDMA, BMA, AMPS, and AAm were polymerized in var-
ous ratios with a constant amount of porogenic solvents, which
re responsible for the pore formation. In spite of the compo-
ition change in the monomer solution, the pore size was in a
ange of 90–100 nm. Specific surface area was in a range of
–4 m2/g. SEM images of the polymerized adsorbent are shown
n Fig. 1. As shown in Fig. 1, the stationary phase was poly-

erized as spherical shape. It was confirmed that the particle
ize was about 2 �m. In the case of polymerized adsorbent with
MPS and AAm, each polymer has functional group of SO2 or
H2. As shown in Fig. 2, S O was confirmed at 1000 cm−1 and
H2 was confirmed at 3650 cm−1 [16].

.2. Effect of pH on BSA adsorption

The effect of pH on BSA adsorption is shown in Fig. 3.
he isoelectric point of BSA is about 4.9. Upon deviation from

he isoelectric point, the adsorbed amount of the protein was
ecreased drastically. This observation accords with the results
f some other researchers, where the maximum adsorption from
queous protein solutions was usually observed at the isoelectric
oint [17]. The maximum adsorption was shifted to the acidic or
asic region from the isoelectric point of BSA by addition of a
ernary monomer such as AMPS and AAm. As shown in Fig. 3,
n the case of a sulfonated adsorbent, the maximum adsorbed
mount was observed at a slightly acidic condition due to the

lectrostatic interaction between negatively charged adsorbent
nd positively charged BSA molecules. In the case of ami-
ated adsorbent, the maximum adsorbed amount was observed
t a little higher pH value than isoelectric point because of the
ig. 1. Scanning electron microscope images of photo-polymerized adsorbent.

lectrostatic interaction between positively charged adsorbent
nd negatively charged BSA molecules. The schematic diagram
f the interaction between protein molecules and polymerized
dsorbent, and microfluidic device were shown in Fig. 4. The
ecrease of adsorbed amount may be caused by the lateral elec-
rostatic repulsions between adjacent adsorbed BSA molecules
Fig. 2. IR spectra of polymerized stationary phase.
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ig. 3. BSA adsorption onto the polymerized adsorbents with the effect of pH
t room temperature (concentration of BSA solution: 1 mg/mL).

ver, the net charge of the BSA molecule adsorbed on the surface
f polymerized adsorbent would hinder the further adsorption.
he electrostatic and steric impulsion resulting from net charge
f BSA would counteract the attractive interaction between the
dsorbent surface and the BSA molecules.

The pH that was determined by these experiments will be
sed in the experiments for the adsorption isotherms. Further
xperiments were performed at pH 4.5 and pH 5.5 with co-
olymerized adsorbents AMPS and AAm, respectively.

.3. Effect of hydrophilic interaction on BSA adsorption
Fig. 5 shows the adsorption isotherms, which were fitted to the
reundlich, Langmuir, and Langmuir–Freundlich (Sips) model
sing the nonlinear regression method. The equations of the

t
v
h
i

Fig. 4. Schematic diagram of the microfluidic device and the intera
ig. 5. Adsorption isotherms fitted to Freundlich, Langmuir and Sips models.

dsorption models are as follows:

reundlich : qs = KC
1/n
b (1)

angmuir : qs = qm
KCb

1 + KCb
(2)

angmuir–Freundlich (Sips) : qs = qm
KC

1/n
b

1 + KC
1/n
b

(3)

here Cb is the bulk concentration, and qm and qs denote the
aximum adsorbed amount and the amount of adsorption at a

ertain BSA concentration. K is the adsorption constant and n is

he exponential factor. In the Langmuir–Freundlich model, the
alues of n were relatively constant between 0.4 and 0.5, and
ence n could be fixed to its average value of 0.45 [18]. This
s similar to hydrocarbon adsorption on activated carbon [19],

ction between protein molecules and polymerized adsorbent.
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Table 2
n, qm, K and R2 values for BSA adsorption on polymerized adsorbents

Polymer Adsorption model

Freundlich Langmuir Langmuir–Freundlich (Sips)

n K R2 qm K R2 qm K R2

S1 4.54 10.97 0.857 17.64 1.96 0.943 15.81 4.61 0.978
S2 3.95 12.52 0.879 21.74 1.61 0.964 19.14 3.97 0.998
S3 3.03 16.31 0.899 34.45 1.00 0.973 29.05 1.80 0.997
S4 2.72 17.34 0.908 40.73 0.80 0.975 33.43 1.33 0.996
BS1 3.44 12.50 0.919 23.80 1.25 0.976 20.94 1.65 0.956
BS3 2.56 17.46 0.915 44.11 0.68 0.966 36.10 0.76 0.981
M1 8.00 3.10 0.985 3.34 18.95 0.998 3.18 358.61 0.999
M2 4.73 3.84 0.981 4.40 9.36 0.979 3.94 215.84 0.952
M3 2.97 7.40 0.951 10.18 3.46 0.989 8.06 62.37 0.956
M 3.
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sulfonated polystyrene microspheres and concluded that the
hydrophobic interaction governed the adsorption in the low sul-
fonated microspheres, whereas electrostatic interaction did in
high sulfonated ones [17,18].
4 2.86 10.02 0.930 14.02
M3 2.19 10.88 0.934 18.80

here n has a value of 1/2 to 2/3. The n, qm, K, and R2 val-
es for polymerized adsorbent with different amount of AMPS
nd AAm were calculated according to the nonlinear regres-
ion method, and are listed in Table 2. R2 is a coefficient of
etermination that means more agreeable with approach to 1.0.

As shown in Fig. 5, the Langmuir and Sips models show better
greement than the Freundlich with the experimental data. In the
ase of the Langmuir isotherm, the adsorption behavior agrees
ell with the experimental data. However, a saturated amount of

dsorption was predicted by the Langmuir model, which does
ot accord with the experimental data; the Sips model shows
ood agreement in this aspect. In general, the isotherm of pro-
ein adsorption is well fitted by the Sips model, because protein
eadily aggregated in the solution. In the case of the Langmuir
dsorption model, it is assumed that the molecules are adsorbed
ith the monolayer [20]. Thus, adsorption of the protein by the
ultilayer in the aggregated proteins runs counter to the assump-

ion of the Langmuir isotherm. Therefore, in the present work, all
xperimental data were fitted to the Sips model using the nonlin-
ar regression method and the maximum adsorbed amount was
redicted using this model.

Fig. 6 shows the effect of hydrophilic interaction on BSA
dsorption with different amounts of hydrophilic AMPS and
Am in the adsorbent. As shown in the figure, the adsorbed

mount of BSA increased with an increased amount of AMPS
nd AAm in the adsorbent. It could be concluded that the
ydrophilic interaction governs the adsorption in these cases. If
he hydrophobic interaction is dominant, the maximum adsorbed
mount should decrease with an increasing amount of the
ydrophilic group.

.4. Effect of hydrophobic interaction on BSA adsorption

In this section, the change in adsorption capacity due to the
ppearance of hydrophobic BMA was examined for the S1,

3, and M4 polymers. In the case of polymer S4, even though

he adsorbed amount was increased, it is not applicable to the
icrochannel, because AMPS, which has low solubility to the

olvent, still exists in a solid state.
F
a

29 0.987 11.21 42.79 0.987
65 0.968 14.69 5.75 0.961

Kim et al. investigated the relationship between hydrophobic
nd electrostatic interactions in BSA adsorption with various
ig. 6. Effect of hydrophilic interaction on BSA adsorption with different
mounts of hydrophilic (a) AMPS or (b) AAm in adsorbents.
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4.5, selective removal should be possible [13]. The molecular
weight of BSA is 64 kDa and that of BGG is known to 158 kDa.
However, this is generally for a polymer form, and the molecu-
lar weight of the monomer is about 25 kDa. Thus, there are two
ig. 7. Effect of hydrophobic interaction on BSA adsorption with addition of
ydrophobic BMA to AMPS polymers.

In this study, as shown in Fig. 7, the adsorbed amount of
SA on adsorbent which was co-polymerized with hydropho-
ic BMA increased slightly compared to that on hydrophilic
dsorbent. And the adsorbed capacity of AMPS–BMA
opolymer was superior to that of AAm–BMA copoly-
er (data not shown). Fig. 8 shows the comparison of

dsorbed amount on hydrophobic, hydrophilic and hydropho-
ic + hydrophilic adsorbents. Hydrophobic adsorbent is only
o-polymerized BMA–EGDMA which is excepted AMPS from
S3 polymer. Hydrophilic adsorbent was S3 and hydropho-
ic + hydrophilic one is BS3. Adsorbed amount of BSA
n each adsorbent showed the following order: hydropho-
ic + hydrophilic > hydrophilic > hydrophobic. Even though the
mount of hydrophobic BMA increased in adsorbent, the
dsorbed amount of BSA was not increased. Therefore, it could

e concluded that the hydrophilic interaction governed the BSA
dsorption compared to hydrophobic one and BS3 polymer had
he maximum adsorbed capacity, 36 mg BSA per g adsorbent,
n this experimental range. As a result of SPE in microfluidic

ig. 8. Comparison of adsorbed amount on hydrophobic, hydrophilic, and
ydrophobic + hydrophilic adsorbents.

F
(
s

. A  1187 (2008) 11–17

evice with BS3, there was no difference for the capacity of
dsorbent between in bulk and microchannel (data not shown).

.5. Selective removal of BSA in microchannel

In previous experiments, BSA was successfully removed in
microfluidic device. However, there are multi-components in

eal serum, and BSA could be co-extracted with biomarkers.
herefore, selective removal of BSA is required for the sample
reparation step. The purpose of this experiment is to present the
ossibilities of selective removal and enrich the relatively low
oncentration of target materials with removal of the other ones
o some degree. The objective of this experiment is to adsorb
SA onto the BS3 stationary phase while the adsorption of BGG

hould be minimized. BGG is a protein fraction of blood serum
ontaining many antibodies to protect against bacterial and viral
nfectious diseases.

In this study, the isoelectric point, which is the native property
f protein, is used for the selective removal of BSA. The maxi-
um adsorbed amount of protein is usually observed around the

soelectric point. The isoelectric point of BSA is 4.8 and that of
GG is 6.5. Using these features, when SPE is performed at pH
ig. 9. SDS-PAGE of selective removal of BSA with BS3: (s) standard marker,
a) 1 mg/mL BSA, (b) 1 mg/mL BGG, (c) starting sample: BSA + BGG, (d)
elective removal of BSA using SPE in microfluidic device.
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ands in Fig. 9d, reflecting the monomer and dimmer forms.
ig. 9 shows the purified protein from a bicomponent solution
sing SPE in a microchannel. In Fig. 9d, the band intensity of
SA at 64 kDa is clearly decreased compared to that of Fig. 9c.

n the case of BGG, there is little change of intensity between
ig. 9c and d. As a result of analysis of SDS-PAGE intensity,

t could be recognized that BSA was removed more than 40%,
hile BGG was removed less than 3%. And this result was not
uch decreased from the result of SPE in single component.
herefore, the selective removal of BSA via the adjustment of
H was successfully performed in a microfluidic device.

. Conclusions

In this study, in order to determine the optimized condi-
ions that could effectively facilitate removal of BSA in the

icrofluidic device, experiments to evaluate the effects of
arious parameters on BSA adsorption were carried out. By
valuating the effect of pH on BSA adsorption, the maximum
dsorbed amount of BSA was observed around the isoelectric
oint. Under these pH conditions, the adsorption isotherms in
ccordance with the concentration of BSA solution and various
ydrophilic monomers such as AMPS and AAm were exam-
ned. The adsorbed amount on a sulfonated stationary phase
as found to be much larger than that on an aminated stationary
hase. In the case of polymer BS3, which showed the maximum
dsorbed amount of BSA, the adsorption capacity was 36 mg
SA/g adsorbent. In other studies, the maximum capacity of
SA adsorption on adsorbents which were polymerized with
ther method was 9 mg BSA/m2 adsorbent [13,21]. Consider-
ng the specific surface area, adsorbent BS3 could treat 12 mg

SA/m2 adsorbent which was exceeded in that of other methods.

Selective removal was performed in a bicomponent solution
ith BSA and BGG. The pH of the solution was adjusted to
H 4.5 to remove BSA selectively. The results were confirmed

[
[
[
[
[

r. A  1187 (2008) 11–17 17

ith a SDS-PAGE. Finally, SPE as a sample preparation method
n application of a micro total analysis system was successfully
dapted to a microfluidic device.
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